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Tear-proof and electrical insulator

 Limit adhesion of splatter

Fire-proof class M1 

Resist water and oil leaks, etc.

Patented solution

MOTOR VEHICLE
INDUSTRY

TEXALIS I CARDEL

Body assembly
CMC solution - Clever Modular Concept

Guaranteed 
silicon free 

TEXALIS I CARDEL

www.asp-protection.com



ASP remains dedicated to improving the quality of its solutions and therefore, reserves the right to modify the design and/or characteristics of its products without prior notice.6

Multiple advantages :

.  One-piece cover consisting of several panels and adjustable to all types of welding guns

.  Intuitive installation and removal without tools in less than 10 seconds

.  Manufacture with a single seam for better overall resistance to weld splatter

.  Side panels connected to the front face to make removal of the cover easier.

MOTOR VEHICLE INDUSTRY I  Body assembly - CMC solution

TEXALIS

CARDEL

Aramid texture    Coated with aluminized rubber on one face and green rubber on the other

Aramid texture    Coated with green rubber on one face and black rubber on the other

Weight ISO 2286-2 520 g/m2 ± 35

Tensile strength NF EN ISO 1421
Warp > 650 daN/5cm
Weft > 650 daN/5cm

Tear strength NFG 37128B
Warp >90 daN
Weft >110 daN

Crumpling resistance ISO 5981
Warp > 1 500 Cycles
Weft > 1 500 Cycles

Flexural strenght BS 4161 > 80 000 Cycles

Abrasion resistance EN 530 > 9 000 Cycles

Flammability NFP 92507 M1

Electrical resistance > 10E10

Puncture resistance EN 863 > 20 daN

Guaranteed 
halogen free 

ha
logen

fr e e

RoHS 2

RoHS 2

REACH compatible

REACH
COMPLIANTM1

Fire class M1 Ripstop Aramid basis fabricDouble side coatingGuaranteed 
silicon free 

Waterproof Washable Repairable 

Tensile strength NF EN ISO 1421
Warp > 600 daN/5cm
Weft > 500 daN/5cm

Tear strength NFG 37128 B
Warp > 90 daN
Weft > 110 daN

Crumpling resistance ISO 5981
Warp > 1500 Cycles 
Weft > 1500 Cycles 

Flexural strenght BS 4161 > 80 000 Cycles

Abrasion resistance EN 530 > 9 000 Cycles

Flammability NFP 92507 M1

Electrical resistance > 10E10

Puncture resistance EN 863 > 10 daN

BLACK RUBBER 
Flammability M1

Hardness IRHD ISO48 67 ± 5

Strenght (MPa) ISO 37 > 4 MPa

Elongation ISO 37 > 650 %

CARDEL
Weight 2 952 g/m2 ± 10%

Thickness ISO 3302-1 2.2 mm ± 0.1

Pelling strenght ISO 36 > 5 daN/5cm

Guaranteed 
silicon free 

Double side coating

M1
Fire class M1 Washable Hight level 

of spark resistance
Repairable Aramid basis fabric Ripstop Guaranteed 

halogen free 

ha
logen

fr e e

RoHS 2

RoHS 2

REACH compatible

REACH
COMPLIANT
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ASP remains dedicated to improving the quality of its solutions and therefore, reserves 
the right to modify the design and/or characteristics of its products without prior notice.

840, chemin des Montants - BP 13 . FR - 54690 EULMONT
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