
Certifi ed FDA fabric (Food and Drug 
Administration)

Washable cover directly on the robot

The cover can be ventilated / pressurised

FOOD GRADE
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Cheese and dairy plant 

FDA Certified

TEXPRAL B+ I T1A
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ASP remains dedicated to improving the quality of its solutions and therefore, reserves the right to modify the design and/or characteristics of its products without prior notice.14

ASP « High Tech » covers are made from technical fabrics coated on both sides. This ensures excellent 
resistance to high-pressure stripping or washing processes and enables the covers to last several 
years. While meeting your constraints, the « tailor-made » designs ensure maximum effi ciency without 
limiting robot movements.
The optional dry air ventilation / pressurization system optimizes protection results.

ALIMENTARY I Cheese and dairy plant

Surfacic Mass NFT 54 101 1 100 g/m2 ± 65

Thickness NFT 54 101 1 mm ± 0.05

Tensile Strength ISO 527-3
Warp ≥ 35 MPa
Weft ≥ 35 MPa

Elongation at break ISO 527-3
Warp ≥ 450 %
Weft ≥ 450 %

Modulus at 100 % 
elongation

ISO 527-3

Warp ≥ 3 MPa
Weft ≥ 3 MPa

Low Temperature 
Resistance

ISO 4675 < -50°C

Hardness ISO 7619-1 85 Sh A ± 5

Overall migration test NF EN 1186 parts 1,4,5 
Regulation EC 
n°1935/2004 
Regulation EC 
n°10/2011

OK for the simulants 
A – B 
OK with a factor 
at least equal to 3 
for fatty foods

Waterproof 
with welded seams

FDA CertifiedGuaranteed 
silicon free 

Waterproof

T1A

TEXPRAL B+

Technical white rubber TPE     Thickness 1 mm

Polyamid texture      Two sides coated with a thermoplastic Blue colour on external side

RoHS 2

RoHS 2

REACH compatible

REACH
COMPLIANT

Weight ISO2286-2 450 g/m2 ± 75

Tensile strength ISO 1421
Warp > 300 daN/5cm
Weft > 300 daN/5cm

Tear strength ISO 1421
Warp > 100 daN
Weft > 100 daN

Peeling Test Adhesion ISO 2411
Warp > 15 daN/5cm
Weft > 15 daN/5cm

Overall migration test NF EN 1186 parts 1,4,5 
Regulation EC 
n°1935/2004 
Regulation EC 
n°10/2011

In progress

FDA Certified RipstopWaterproof 
with welded seams

Double side coatingGuaranteed 
silicon free 

Waterproof Washable Repairable Guaranteed 
halogen free 

ha
logen

fr e e

RoHS 2

RoHS 2

REACH compatible

REACH
COMPLIANT
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ASP remains dedicated to improving the quality of its solutions and therefore, reserves 
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