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Zone 1 or 21 Certifi able solution

Group II and III (A, B and C)
compatible conductive fabric

Protected cover

ATEX solution

ATEX electronic

TATEX
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ASP remains dedicated to improving the quality of its solutions and therefore, reserves the right to modify the design and/or characteristics of its products without prior notice.34

ASP’s «ATEX» (EXplosive ATmospheres) solutions are made from specifi c materials and fabricated 
in compliance with ATEX directive 2014/34/EU. The ground braiding ensures that the cover remains 
electrically neutral. The «Custom» Design offers maximum effi ciency while complying with 
your constraints and requirements and without restricting robot movement. The ventilation/
pressurization option optimizes protection performance. Covers repaired in our workshops provide 
resilient and long-lasting protection for your robots.

HIGH-TECH SOLUTION I ASP’s ATEX (EXplosive ATmospheres) solution

TATEX
Polyester texture      Coated with black antistatic rubber

Guaranteed 
halogen free 
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RoHS 2

RoHS 2

REACH compatible

REACH
COMPLIANT

One side coating ATEX electronic Waterproof 
with welded seams

ATEX paintingGuaranteed 
silicon free 

Waterproof

Weight NF EN 2286 - 2 255 g/m2 ± 30

Breaking strength EN ISO 1421
Warp 130 daN/5cm
Weft 120 daN/5cm

Breaking extension EN ISO 1421
Warp 13 %
Weft 13 %

Tear strength NF G37-128A
Warp > 1 daN
Weft > 1 daN

Water permeability EN 1734 0,5 bar

Crumpling resistance ISO 5981
Warp 1000 Cycles
Weft 1000 Cycles

Vulcanization Toluene MOI 0570S723.01 vulcanised

Resistivity DIN 54345
5.104< R< 
1.109 Ohm.cm
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